EQUAL

EQUAL

BUILDING LINE

JOINTS TO BE FILLED WITH A MIX GROUT OF; 16% CEMENT,
16% STONEDUST, 67% BLENDED WASHED SAND AND 1%
LIME, "READYMIX BLUESTONE GROUT" OR EQUIVALENT

BLUESTONE PITCHER
BUTTED TOGETHER

S5mm MAX

LIFT BLUESTONE PITCHERS, EXCAVATE TO REQUIRED —
DEPTH. REMOVE EXISTING ASPHALT ON PITCHERS ( IF
EXISTING ), CLEAN AND RESET BLUESTONE PITCHERS
BUTTED TOGETHER ON LOW-SLUMP CONCRETE BASE
AND TREATED CRUSHED ROCK SUB-BASE. JOINTS TO
BE FILLED WITH A MIX GROUT OF; 16% CEMENT, 16%
STONEDUST, 67% BLENDED WASHED SAND AND 1%
LIME, "READYMIX BLUESTONE GROUT" OR EQUIVALENT.

GRADE AS SPECIFIED —

DETAIL 1:

STANDARD BLUESTONE PITCHER LANEWAY
CONSTRUCTION DETAIL-CENTRE CHANNEL

— -

LOW SLUMP 20 MPa CONCRETE

DETAIL 2:

75mm MIN

TYPICAL BLUESTONE PITCHER
PAVING SETTING DETAIL

REFER DETAIL 2 FOR
BLUESTONE SETTING

BUILDING LINE

150mm MIN THICKNESS 3% CEMENT TREATED
CLASS 2 COMPACTED CRUSHED ROCK SUB-BASE

DETAIL 3:

PITCHER PAVING DETAIL
WITH CENTRE CHANNEL

CARRIAGEWAY PITCHERS TO BE
LAID IN STRETCHER BOND PATTERN

L BUTT TOGETHER PITCHERS

NOT TO SCALE

CITY OF MELBOURNE

PITCHER LANEWAY
CONSTRUCTION DETAILS
(CENTRE CHANNEL)
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