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INSTALLATION DETAILS
BLUESTONE FOOTPATH

SIDE ELEVATION

CONCRETE BASE

MORTAR BED

BLUESTONE PAVING (40mm THICK)

DRILL Ø8 HOLE AND SECURE
MARKER INTO BLUESTONE
PAVERS WITH SIKAFLEX  FC11

CORE PAVER Ø61 x 4mm
DEEP FOR HEAD OF
MARKER

CAFE MARKER

CAFE STREET MARKER ( 1 : 1 )
FRONT ELEVATION

SIDE ELEVATION

60

NOTE:
ARTWORK SHALL BE SUPPLIED
BY CITY OF MELBOURNE WITH
ORDER

ACID ETCH GRAPHIC TO
BE FILLED WITH BLACK
PAINT

3mm THICK GRADE 316
STAINLESS STEEL PLATE
WITH ACID ETCHED GRAPHIC
POLISHED TO A SATIN FINISH

3

30 33M5 STAINLESS STEEL
THREADED ROD WELDED
TO UNDERSIDE OF DISC

INSTALLATION DETAILS
ASPHALT FOOTPATH

SIDE ELEVATION

CRUSHED ROCK BASE

ASPHALT FOOTPATH (60-100mm THICK)

1mm THICK SIKAFLEX FC11 ANNULUS BETWEEN
STAINLESS STEEL PLAQUE AND BLUESTONE

BLUESTONE CORE WITH
STAINLESS STEEL INSERT
SECURED WITH SIKAFLEX FC11

STAINLESS STEEL MARKER
WITH M8 WELDED PIN

5mm THICK SIKAFLEX FC11 ANNULUS

MARKER LAYOUT BLUESTONE AND ASPHALT FOOTPATHS
PLAN VIEW
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