
NEW CONCRETE SLAB EXISTING CONCRETE SLAB

DETAIL 5
STANDARD CONCRETE ROAD BASE CONSTRUCTION JOINT

DETAIL 4
STANDARD CONCRETE ROAD BASE CONNECTION JOINT

DETAIL 3
STANDARD ASPHALT ROAD PAVEMENT ON CONCRETE BASE
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200mm THICKNESS OF CLASS 2
COMPACTED CRUSHED ROCK IN
150mm MAXIMUM LAYERS

50mm THICKNESS OF CLASS 2 COMPACTED CRUSHED ROCK

200mm THICK CONCRETE BASE WITH F82 REINFORCEMENT
TOP AND BOTTOM, 50mm MIN. COVER, F'c=50MPa

NEW CONCRETE SLAB

DEFORMED BAR N12 x 800 LONG
@ 400mm CENTRES MAX, PLACED
CENTRALLY

DEFORMED BAR N12 x 800 LONG
@ 400mm CENTRES MAX, PLACED
CENTRALLY

INJECTED NON-SHRINK
CEMENT-MORTAR GROUT

DETAIL 2
STANDARD ASPHALT ROAD PAVEMENT ON CRUSHED ROCK BASE

ROADS OUTSIDE CBD EXCLUDING MAJOR ROADS

DETAIL 1
STANDARD ASPHALT ROAD PAVEMENT ON CRUSHED ROCK BASE

ALL ROADS WITHIN CBD AND
MAJOR ROADS OUTSIDE CBD AS NOMINATED BY COUNCIL

200mm THICKNESS OF CLASS 2
COMPACTED CRUSHED ROCK IN
150mm MAXIMUM LAYERS

ROADS WITHIN CBD AND MAJOR ROADS
OUTSIDE CBD - AS PER DETAIL 1

ROADS OUTSIDE CBD EXCLUDING
MAJOR ROADS - AS PER DETAIL 2

NOTE:
1. WHERE LOCAL ROADS ARE IN AN INDUSTRIAL AREA OR REGULARLY

TRAFFICKED BY TRUCKS USE TYPE 'H' WEARING COURSE.

50mm THICKNESS OF SIZE 10mm HMA, WEARING COURSE
TYPE V - ALL INTERSECTIONS
TYPE V - 50m LENGTH ON APPROACHING SIDE OF THE INTERSECTION
TYPE H - ALL OTHER ROAD AREAS
50mm THICKNESS OF SIZE 14mm HMA, TYPE N BASE COURSE

35mm THICKNESS OF SIZE 10mm HMA, TYPE N WEARING COURSE (REFER NOTE 1)
65mm THICKNESS OF SIZE 14mm HMA, TYPE N BASE COURSE
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