SET 300x300mm BLUESTONE KERB ON 75mm STIFF CONCRETE PAD

SET WIDE PITCHER CHANNEL ON 75mm STIFF CONCRETE PAD
JOINTS TO BE FILLED WITH A MIX GROUT OF; 16% CEMENT,
16% STONEDUST, 67% BLENDED WASHED SAND AND 1% LIME,
"READYMIX BLUESTONE GROUT" OR EQUIVALENT

ROADWAY

125 - 175mm
(150mm AVE) |

DETAIL 1:

BLUESTONE KERB & PITCHER
CHANNEL SETTING DETAIL

300x300mm BLUESTONE KERB

SET 300x300mm BLUESTONE KERB
AND 250x100mm GUTTERSTGONE ON

125 - 175mm
75mm STIFF CONCRETE PAD

(150mm AVE)

NN
250x100mm GUTTERSTONE

DETAIL 2:

BLUESTONE KERB &
GUTTERSTONE SETTING DETAIL

SET 250x100 BLUESTONE
GUTTERSTONE ON 75mm
STIFF CONCRETE PAD

SET BLUESTONE PITCHER CHANNEL
ON 75mm STIFF CONCRETE PAD

PAVEMENT

DETAIL 3: DETAIL &:
BLUESTONE CENTRE BLUESTONE GUTTERSTONE
PITCHER cgémEL SETTING  ET TN DETAL
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