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DETAIL 2: HEAVILY TRAFFICKED ASPHALT LANEWAY PAVEMENT RECONSTRUCTION  - AS DIRECTED BY COUNCIL
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EXCAVATE EXISTING ASPHALT LANE & RECONSTRUCT LANEWAY IN ASPHALT WITH: - 35mm OF SIZE 10mm HMA, TYPE N  - 65mm OF SIZE 14mm HMA, TYPE N - 200mm OF CLASS 2 COMPACTED CRUSHED ROCK
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DETAIL 3: BLUESTONE GUTTERSTONE CHANNEL SETTING DETAIL
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DETAIL 1: TYPICAL ASPHALT LANEWAY PAVEMENT RECONSTRUCTION
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EXCAVATE EXISTING ASPHALT LANE & RECONSTRUCT LANEWAY IN ASPHALT WITH: - 35mm OF SIZE 10mm HMA, TYPE N  - 65mm OF SIZE 14mm HMA, TYPE N - 200mm OF CLASS 2 COMPACTED CRUSHED ROCK
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SET 250 x 100 x (800 - 1000)mm LONG BLUESTONE GUTTERSTONE ON  75mm THICK STIFF CONCRETE PAD
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INSTALL 250 x 150 x 500mm LONG BLUESTONE GUTTERSTONE CHANNEL ON 150mm THICK STIFF CONCRETE PAD
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WITH BLUESTONE GUTTERSTONE CENTRE CHANNEL
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